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DOOR CLOSER
Surface mounting door closer for various application demands.  These include:  

•  Multi-size door closers (including slim cover)
•  Standard size door closers and  
•  Multi-size Delay Action door closers.

Features
Grade 1 Door Closers are certified by ANSI/BHMA A156.4.
 Grade 2 Door Closers are factory tested to meet or exceed ANSI Grade 2 required strength and performance.

UL Listed
  All door closers are UL listed, and conform to UL10C and UPC 7-2(1997).

ADA Compliant
Some series meet ANSI A117.1 requirements for ADA.

Handing
 Door closers are non-handed .

All Weather Hydraulic Fluid used to ensure smooth operation under severe weather conditions.

Finish Stock available Aluminum (BHMA 689) for all model
   Duranodic (BHMA 695) for all model
   Gold (BHMA 696) for all model
   Satin Chrome (BHMA 652) for some series

ACCESSORIES
Drop Plate allows a door closer to be fitted on narrow top rail or narrow top frame door. 

 
Hold Open Arm used when door is requiring for a clear opening doorways at 90˚ stop.
* Should not be used on Fire door application.

Parallel Rigid Cush Arm is a heavy duty arm with an auxiliary stop in soffit shoe to stop the door opening at a specific 
point. Apply to door where wall or floor stops are not appropriate. Parallel arm mounting application only. 

Parallel Rigid Cush and Stop Arm is a heavy duty hold open arm featured with a plunger hold open to engage or 
disengage hold open by a handle on the arm. Parallel arm mounting application only.
* Should not be used on Fire door application.

Aluminum Duro (Duranodic) Gold
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ANSI GRADE 1
ANSI/BHMA A156.4-2000
Series 2000, PT1
Exceeds 1,500,000 cycles with Backcheck

UL10C Positive Pressure 
Rated. Conforms to UBC 
7-2 (1997). (Uniform 
Building Code Standard)

Comply with 
ANSI A117.1

ANSI GRADE 1
25-Year Warranty

  Adjustable power size 1-6 with Back Check

Applications
• Heavy Duty Commercial model ideal for high traffi c door
    such as schools, hospitals, and public institutions
• Same mounting hole pattern as CAL-ROYAL 900
    (CTC 11-1/8” x 1-1/8”), ideal for renovations
• Tri-packed for all type applications

Features
• Multi-size spring adjustable power size 1-6
    Factory preset size 3
• Meet ADA
• Standard with adjustable Backcheck
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ANSI GRADE 1
ANSI/BHMA A156.4-2000
Series 2000, PT1
Exceeds 1,500,000 cycles with Backcheck

UL10C Positive Pressure 
Rated. Conforms to UBC 
7-2 (1997). (Uniform 
Building Code Standard)

Comply with 
ANSI A117.1

ANSI GRADE 1
25-Year Warranty

  Adjustable power size 1-6 with Back Check
Adjustable power size 1-6 with Delay Action

Applications
• Extra Heavy Duty Commercial model ideal for high traffic door
    Versatile for new constructions, such as schools, hospitals, 
    and public institutions
• Same mounting hole pattern as LCN4041, ideal for renovations
• Tri-packed for all type applications

Features
• Multi-size spring adjustable power size 1-6
    Factory preset size 3
• Meet ADA










