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Top Rod Length 43-1/4” (1100mm) or 53-1/16” (1350mm)
Bottom Rod 37-3/4 (960mm)
1/2” (13mm) Round Tubing

STRIKES ARE USED
DIM "D" IS 15/16" DIM "D" IS 1-3/16"
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Panic / Fire Exit Hardware 

Product available in 36”x84” and 48”x96”; 
Aluminum Duro and US32D.

Accessories include: strike; fillers; glass bead shims; and Top Rod extensions.

UL
LISTED

R

ANSI GRADE 1
ANSI/BHMA A156.3-2001
Type 1 & Type 2
Exceeds 500,000 Cycles

UL Listed for “A” Label Doors 
Rated Up to 3 Hours
UL10C Positive Pressure Rated
Conforms to UBC 7-2 (1997)

25-Year Warranty

Dimensions
Apply around 41” from the bottom

Dogging Key
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Fire Exit Hardware Less Bottom Rod

Product available in 36”x84# and 48”x96”; aluminum,duro and 32D.

Accessories include: top strike; firelatch; fillers; top rod extension
and glass bead shims.
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ANSI GRADE 1
ANSI/BHMA A156.3-2001
Type 1 & Type 2
Exceeds 500,000 Cycles

UL Listed for “A” Label Doors 
Rated Up to 3 Hours
UL10C Positive Pressure Rated
Conforms to UBC 7-2 (1997)

25-Year Warranty

Duro

Dimensions
Apply around 41” from the bottom
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Dogging Key

Aluminum

US32D

Dimensions Apply around 41” from the bottom

Panic / Fire Exit Hardware

Product availabie in 36” and 48” wdths in aluminum, duro and US32D.

Accessories include: strikes; fillers; and glass bead shims.
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GRADE 1
Exceeds 500,000 Cycles

UL Listed for “A” Label Doors 
Rated Up to 3 Hours
UL10C Positive Pressure Rated
Conforms to UBC 7-2 (1997)

10-Year Warranty
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